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8501-S
Circular Saw blades for Site Saws
in Wood

PRODUCT DETAILS

• Tungsten carbide tipped circular saw blades for
Site saw machines in wood applications
• Positive hook angle
• Blades are made of hardened cold rolled steel

• Expansion slots to take up the expansion of the
steel when in use
• Reducing rings (measurement D) are available for
some blades to increase the inner diameter if
needed
• Packed in retail package
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PRODUCT ATTRIBUTES

Product

8501-30 300 mm 30 mm 30 20 mm 16 ° 3.2 mm 1445 g

8501-30F 300 mm 30 mm 40 20 mm 12 ° 3.2 mm 1100 g

8501-30XF 300 mm 30 mm 60 20 mm 18 ° 3.2 mm 1470 g

8501-31 315 mm 30 mm 30 20 ° 3.2 mm 1570 g

8501-31F 315 mm 30 mm 40 18 ° 3.2 mm 1300 g

8501-40 400 mm 30 mm 40 25 mm 17 ° 3.6 mm 2760 g

https://www.bahco.com/int_en/30-teeth-circular-saw-blade-for-site-saws-in-wood-300-mm-8501-30.html
https://www.bahco.com/int_en/40-teeth-circular-saw-blades-for-site-saws-in-wood-300-mm-8501-30f.html
https://www.bahco.com/int_en/60-teeth-circular-saw-blades-for-site-saws-in-wood-300-mm-8501-30xf.html
https://www.bahco.com/int_en/30-teeth-circular-saw-blades-for-site-saws-in-wood-315-mm-8501-31.html
https://www.bahco.com/int_en/40-teeth-circular-saw-blades-for-site-saws-in-wood-315-mm-8501-31f.html
https://www.bahco.com/int_en/40-teeth-circular-saw-blades-for-site-saws-in-wood-400-mm-8501-40.html
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